DESIGN AND CONSTRUCTION

GUIDELINES AND STANDARDS
DIVISION - 23 PLUMBING
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ZO0LID SURFACE — =

WIHDOW TRIM KIT

EXISTING COMETRUCTHON

REMOVE EXISTING LEF WOOD WINDOW TRIM
AND INSTALL NEW WINDOW TRIM TYPICAL
ALL WIHDOWS

CONTINLOUS PERIMETER CAULKING

HEW WINTL AWMING WINDOW WITH
INSULATED GLASS AND SCREEN

VEHYL “HY MULLION
FILL ALL %HDS WiTH
INSULATION (TYPICAL)

BATT

REMOVE EXISTING WINDDW M ITS
ENTIRETY, REFRAME OPENING
AS DETAILED AND IMSTALL WEW
VINYL FIXED WINDOW WiTH
INSULATED ALUMINUM CLAD

INFILL PORTION OF EXISTING WINDOW
CFEMING WITH 2 BY WOOD FRAMING AND
SHIM = CONTINUQUS

1/2" CEMENTITIDUE BOARD OVER 1x3
STRAPPING AND ZHIM @ 167 O.C.
SOLID SURFACE TUE SURROUND WaLlL

PANELS W,/ TRIM KIT TO CEILNG,
CAULK aLL JOINTS

COMTINUOUS CAULK AMD BACKER ROD —

22 00 00 PLUMBING
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PLYWHOD PAMEL, DEAD LIGHT

NEW MLUMINUM SILL EXTEMDER FASTEWED
TO EXISTING ALUNIN CLAD SILL AND
MEW INSULATED ALUMINUM PANEL FRAME

- EXISTING CONSTRUCTION

- REMOVE EXESTING INSULSTION AND INSTALL
NEW R—1% HIGH DEMSITY FOIL FACED
BATT INSULATION (EXTERIOR WALL DMLY}

NEW CONTINUOUS WOOD BLOCKING /N&ILER
TYPICAL AT TUB LP.

ADDITIONAL Zxd FRAMING A5 REQ'D IN
TUE AREA

WINDOW IN TUB SURROUND

22 00 00 - PLUMBING
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